
Ford Viscometer
Manual and Semi-automatic Analysers: Viscosimetry

ASTM D1200 
ASTM D5125
DIN 53211

Viscosity by Ford cup - ASTM D1200.
Determination of the viscosity of Newtonian 
or near Newtonian paints, varnishes, 
lacquers and related liquid material.

Art. LT/FV-20000-/M
Ford Viscometer 
anodized aluminium cup  
with orifice no. 1 - 2 - 3 - 4 - 5 

Art. LT/FV-21000/M
Ford Viscometer 
anodized aluminium cup  
with orifice no. - 2 - 3 - 4 - 5 - 6 - 7 - 8 

Art. LT/FV-22000/M
Ford Viscometer 
anodized aluminium cup  
with orifice no. - 2 - 3 - 4 - 5 - 6 - 8 

Dimensions
•  cm 25 × 25 × 40

Weight
•  kg 2

Accessories
•  LAB-100-204: Ford support
•  LAB-100-331: analog stopwatch
•  LAB-100-332: digital stopwatch

Accessories for ASTM D1200
• LAB-100-205/1: cup with orifice no. 1
•  LAB-100-205/2: cup with orifice no. 2
•  LAB-100-205/3: cup with orifice no. 3
•  LAB-100-205/4: cup with orifice no. 4
•  LAB-100-205/5: cup with orifice no. 5

Accessories for DIN 53211
•  LAB-100-215/2: cup with orifice no. 2
•  LAB-100-215/3: cup with orifice no. 3
•  LAB-100-215/4: cup with orifice no. 4
•  LAB-100-215/5: cup with orifice no. 5
•  LAB-100-215/6: cup with orifice no. 6
•  LAB-100-215/7: cup with orifice no. 7
•  LAB-100-215/8: cup with orifice no. 8

Accessories for ASTM D5125 - ISO 2431
• LAB-100-225/2: cup with orifice no. 2
•  LAB-100-225/3: cup with orifice no. 3
•  LAB-100-225/4: cup with orifice no. 4
•  LAB-100-225/5: cup with orifice no. 5
•  LAB-100-225/6: cup with orifice no. 6
•  LAB-100-225/8: cup with orifice no. 8

Li
ne

tr
o

ni
c 

Te
ch

no
lo

g
ie

s 
S

A
V

ia
 O

no
rio

 L
o

ng
hi

 2
C

H
-6

8
6

4
 A

rz
o

,M
en

d
ris

io
, S

w
itz

er
la

nd
te

l. 
+

4
1

 9
1

 6
3

0
0

7
0

3
, f

ax
 +

4
1

 9
1

 6
3

0
0

7
1

9
w

w
w

.li
n-

te
ch

.c
h 

– 
in

fo
@

lin
-t

ec
h.

ch


